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OF LIGHT GAUGE STEEL CUPOLAS
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Spencer, Iowa

We offer a large color palette to match
most roll formers metal sheeting.

SQUARE CUPOLAS AVAILABLE IN

24", 36", 48" & 66"
OR

48" OCTAGON
24”

w/windows and
Premium Flashing

24”
w/windows and
Premium Flashing

36”
w/louvers and

Standard Flashing

36”
w/louvers and

Standard Flashing

Prepainted 29ga construction. Available in over 100 standard colors plus Kynar.
All metal edges are hemmed. No need to worry about red-rust. Bird screen included

for mounting in curb. Roof and sides interlock for weather-tite connection.
24", 36" & 48" ship knocked-down; 66" & octagon ship assembled.



Model: C240/C360/C480/C660
24" x 24", 36" x 36", 48" x 48", 66" x 66" Cupola Roof
Installs on top of the side sections
Ships knocked-down

Model: C245/C365/C485/C665
24" x 24", 36" x 36", 48" x 48", 66" x 66" Cupola Sides
Installs on top of any of the flashings,
Ships knocked-down

Model: C245W/C365W/C485W/C665W
24" x 24", 36" x 36", 48" x 48", 66" x 66" Cupola Sides with Windows
Installs on top of any of the flashings, Ships knocked-down

Grid Patterns: 24" = 2 x 2 (shown on reverse)
36" & 48" = 3 x 2 (as shown on component diagram)

66" = 2 x 3 (two sets per side)
48" octagon = 2 x 4 (shown on reverse)

Model: C241/C361/C481
6-piece Standard Flashing Kit
Specific roof pitch must be ordered and
wood support curb is field fabricated
Ships knocked-down

Model: C241P/C361P/C481P/C661P
10-piece Premium Flashing Kit
Specific roof pitch must be ordered and wood support
curb is field fabricated. (Frame is 3½" higher than standard)
Ships knocked-down

Model: C242/C362/C482 Universal Base
Factory assembled base that requires no wood curb.
Adapts to roof pitches from 1/12 up to 7/12. The same
unit is used for vented and non-vented applications.
Mounts on the top of steel roofing or on perlins.
Both new construction and retrofits utilize the same base.

Available with either the universal flashing kit or powder coat* option.
*powder coat option available in 28 colors

BASE SIZE 24" X 24" 36" X 36" 48" X 48" 66" X 66" 48" OCTAGON

TOTAL HEIGHT 37" 44" 59" 72" 77"

BUILDING WIDTH* 24' - 30' 36' - 40' 48' - 60' USER DEFINED USER DEFINED

BUILDING LENGTH* 24' CENTERS 36' CENTERS 48' CENTERS USER DEFINED USER DEFINED

WEATHERVANE* 24" OR 30" 30" 46" 46" OR LARGER 46" OR LARGER

*recommended; contact MWI for details



Stock Weathervanes
24" 30" 46"
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30" Non-Stock Weathervanes
Non-Stock weathervanes come in a standard black finish but are available in color (shown). Please contact MWI for details.

Tractor Train Trout

Moose

Bear



DISTRIBUTED BY:

Universal base adjustable on job
from 1/12 up to 7/12 roof pitch

Available with flashing kit or
powder coat option*

Universal base adjustable on job
from 1/12 up to 7/12 roof pitch

Available with flashing kit or
powder coat option*

*powder coat option available in 28 colors

image above shows 66" cupola with louvered sides

48” octagon cupola
w/ windows

48” octagon cupola
w/ windows


